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Dear Ed,

Encloud yw will please find p:in:- of our napo«d arrange-
ment of operator control pasel and display u;hu. A

The panel has two basic coatron;i: L

Payload Operation ory | .
Selector Switch B o
i

z Stdby ¥e.l Scenner Rotation Data ON
o : Chamber (Syn. with INS) GRD.
‘ . e ‘ 70
. 8tdby No.2 | Gyro Rev-up ,, uin
! (ambexr light) | Exposure Programmer before
B B opr.
Operate Photography
(Green light)
Selector | Manual | Alternate V/H Signal to &
i Switeh (Amber light) System P
, . : v ‘ 3 4
Automatic | Automatic V/8 % g
Push : Re-gero
| 3
w/u : ; g3
~ ipush | Push to ‘ x <49
Button Start and Time for Alternate V/H Sigoal 9 3
Stop <

Approved For Release 2006/04/13 CIA RDP67BOOS1 1 R0001001 80032 7

o S




L

" .~ Approved For.|ease 2006/04/13 : CIA-RDP6780051.)001 00180032-7

30 mlml‘:v 1961

"% The panel also provides an indication (red light) for the
caged sendition. o »
| m axposure programmer viu,b'c)f Mlt into this package, and there

will be a requirement to readily disconna$t the total packsge from the
cockpit, to permit last minute installation éf coding discs.

As you vill note on the print, we have assumed the avallability
of two cockpit panel lights: "Payload Failure”, ‘and "Check-V/H", _

lternate V ation is as fol ; s
In the event that the sutomatie V/H signal is outside of »

predetermined permissable rangs, the 2ghack-V/H" Panel lamp will light,.
The operator must then go through the following procedure;

1. Press down (to re-sero) V/i selector switch.
2. Use periscopse to visually select target for tracking.
* 3, WVhen target is observed to meéet upper grid line in -

periscope view, operator pushes down button *Man Input™.
Do not hold buttom down, = .

4, When target is observed to meet lower grid line in
pori.'c'opc view, operator again pushes down butten "Man
Toput®, o o

S. 1f, at this time, "Check V/H" light is OFF, following steps
1-4, then automatic signal is satisfaetory. If "Check V/H"
light is still ON, following steps 1-4, then operator should
repeat 1-4 cyels from 2-3 times. If "Check V/d" light
still remains on, then operator must turn V/H selector switch
to manual., The system i{s now totally dependent on operator
determined V/H signal (Steps l-4), which must be periodically
provided. An amber light on the coantrol panel denotes this
dependency, and the "Cheek-V/H" panel 1ight will remain ou.

6. It will also be advisable to periodically recheck automatic
V/H. This can be done by switching back to auto. 1f "Check-V/H"
panel light goes OFF, then operator need not supply further
alternate V/H signals. If "Check-V/H" panel light remains
OM, then operator should switch back to manual and continue
1-4, as required. '

* Minimum of 7 second delay rqqnirod betveen steps 1 and 3.
1 would very much appreciate your early comments.
. Sincerely
(/‘ J :
jul (e
Jules
JC:mb '
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